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Product Preview 


Spindle 

The Mynx 9500 is equipped with a high-torque, high-speed spindle line-up. 



Description 

Unit 

Mynx 9500 

Max. Speed 

r/min 

6000 {10000}* 

Tool Specifications 


ISO #50, 7/24 

Motor Power (30 min/cont.) 

kW 

(Hp) 

22 / 18.5 (30 / 25}* 
(29.5 / 24.8(40.2 / 33.5}) 

Max. Torque 

N-m (ft- lb) 

452.5 (333.9) 

Spindle Type 


2-step gear type 
(Built-in) 


* { } Optional 

A 


Power-Torque Diagram (2 -step gear type) 


Mynx9500 




My nx 9500 



High Rigidity & High Productivity Vertical Machining Center for Large Works 


The Mynx 9500, a vertical machining center designed for the processing of large general parts, 
is equipped with box guideways for all axes, a high-torque gear-type spindle for heavy duty cutting, 
a servo-driven magazine for reduced idling time and a 4-row screw conveyorto improved chip disposal. 
We will provide customers with unprecedentedly high productivity and even greater added value. 



Magazine 

The servo magazine minimized tool change time and noise. 





Improved Chip Disposal 


Chip disposal performance has been enhanced 
by the adoption of a 4-row screw conveyor. 


Description 


Unit 


Mynx9500 


Number of tools 


30 {40}* 


Max. tool weight 


kg (lb) 


15(33.1) 


Max. tool diameter 
(w/o adjacent tool) 


mm 

(inch) 


125(230}* 
(4.9 {9.1}) 


Max. tool length 


mm 

(inch) 


350 (13.8) 


Tool change time 


* { } Optional 


Optimized Specifications 
for Large Works 

• Longer travel distance (X / Y / Z) 

- 2500 mm / 950 mm / 850mm 

(98.4 inch / 37.4 inch / 33.5 inch ) 

• Table Loading Capacity 
-3500 kg (7716.1 lb) 


High Durability and Stable 
Accuracy Achieved by High- 
Rigidity Structure 

• High-rigidity box guideways for all axes 

• 4-row box guideway structure on Y-axis 

• Arch-type design 


High Productivity and Reliability 
Secured with a Wide Spindle 
Line-up and Improved Quality 

• Dual contact tool system 

• High torque, high speed spindle line-up 

- Gear type: 6000 r/min 

- Built-in type: 10000 r/min 

• Servo magazine 
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Main Specifications 


Mynx9500 



Description 

Unit 

Mynx9500 

Travel distance 

X / Y / Z axis 

mm (inch) 

2500 / 950 / 850 (98.4 / 37.4 / 33.5) 

Table 

Table size 

mm (inch) 

2500X950 (98.4X37.4) 

Loading capacity 

kg (lb) 

3500 (7716.1) 

Main Spindle 

Max. spindle speed 

r/min 

6000 {10000}* 

Tool specification 


ISO #50, 7/24 TAPER 

Motor 

Motor power 

kW (Hp) 

22 / 18.5 {30 / 25}* (29.5 / 24.8 {40.2 / 33.5}) 

ATC 

Tool storage capacity 

ea 

30 {40}* 

NC system 


DOOSAN-FANUCi 


* { } Optional 


Standard Feature 


Optional Feature 


Tool box 

Coolant tank and chip pan 
Safety door interlock 
Flood coolant system 
Installation parts 
Screw conveyor 

3-color warning lamp (Red / Yellow / Green) 
Portable MPG 


4-axis additional controller 
Auto power off 

Auto tool length measurement 
Auto work space measurement 
Chip conveyor & bucket 
EZ Guide i 

Minimum Quantity Lubrication (MQL) 
Oil skimmer 



http://www.doosanmachinetools.com 


Optimal Solutions for the Future 


Head Office 

Doosan Tower 20th FL., 275, Jangchungdan-Ro 
(St), Jung-Gu, Seoul 
Tel +82-2-3398-8693 / 8671 / 8680 
Fax +82-2-3398-8699 

Doosan Infracore America Corp. 

19A Chapin Rd., Pine Brook, NJ 07058, U.S.A. 
Tel +1-973-618-2500 
Fax +1-973-618-2501 


Doosan Infracore Germany GmbH 

EmdenerStrasse 24, D-41540 Dormagen, 
Germany 

Tel +49-2133-5067-100 
Fax +49-2133-5067-001 

Doosan Infracore Yantai Co., LTD 

13 Building, 140 Tianlin Road,Xuhui District, 
Shanghai, China (200233) 

Tel +86-21-6440-3384(808,805) 

Fax +86-21-6440-3389 


Doosan Infracore Construction Equipment 
India Pvt. Ltd. (Machine Tool Div.) 

106 / 10-11-12, Amruthahalli, Byatarayanapura, 
Bellary road, Bangalore-560 092, India 
Tel +91-80-4266-0122/121 /100 

Doosan International South East Asia 
Pte Ltd. 

42 Benoi Road, Jurong 629903, Singapore 
Tel +65-6499-0200 
Fax +65-6861-3459 



* For more details, please contact Doosan. 

* The specifications and information above-mentioned may be changed without prior notice. 


